Detail of Reduced Pressure Backflow Prevention Assembly

Inside Installation

Please Note that the City of Kingsport does not recommend installing

RPZ Shall Meet City of Kingsport, USC, and State of TN Standards. For - ) .
RPZs inside a premises, due to potential water damage.

a list of approved assemblies please contact

Water Technical Services Division-(423)229-9454
Install 174 IPT flared brass adapters and screw type

Pressure Reducing Valve or Spring Loaded dust caps in Test COCI_(S .
Soft Seat Single Check Valve (optional on #2, #3, and #4. Bushing appropriately.
Irrigation installations)

Assembly must be installed a minimum of 6" from
any wall or other obstruction ‘
Isolation Valve

Preferably Ball

type on -} thru Minimum 12" Clearance

2" 3" and |arger\ Maximum 48" Clearance plus
. . nominal pipe diameter

require resilient [

seat gate valve

Union

Shut Off Valve #2
Air Gap Basket (recommended)

(Minimum of 2" plus Nominal Pipe Diameter Air Gap
Required)

Wye Strainer Shut Off Valve #1

Union

Reducer
(Recommended)

Drain to Atmosphere Piping should be 'K' copper from
water meter (if nearby) through
input/output standpipes for 3"
through 2" devices. 3" and larger
may either be 'K' copper or
Ductile Iron.

Direction of Flow |:|>

Water All installations shall be in accordance with City of Kingsport Ordinance 4296

Meter

(nstalled at Curb) Any and all variances must be approved by the City of Kingsport
Water Technical Services Division-(423)229-9454




